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Commercial Vehicle Classes
 SEQ CHAPTER \h \r 1
1) Combination vehicle (Group A) -- Any combination of vehicles with a gross combination weight rating (GCWR) of 11,794 kilograms or more (26,001 pounds or more) provided the GVWR of the vehicle(s) being towed is in excess of 4,536 kilograms (10,000 pounds). 

2) Heavy Straight Vehicle (Group B) -- Any single vehicle with a GVWR of 11,794 kilograms or more (26,001 pounds or more), or any such vehicle towing a vehicle not in excess of 4,536 kilograms (10,000 pounds) GVWR. 

3) Small Vehicle (Group C) -- Any single vehicle, or combination of vehicles, that meets neither the definition of Group A nor that of Group B as contained in this section, but that either is designed to transport 16 or more passengers including the driver, or is used in the transportation of materials found to be hazardous for the purposes of the Hazardous Materials Transportation Act and which require the motor vehicle to be placarded under the Hazardous Materials Regulations (49 CFR part 172, subpart F). 
For additional information on compliance see the regulations and requirements contained

in the Federal Motor Carrier Safety Regulations. These regulations provide additional information on maintenance, inspection, cargo size, hours of operation and drug / alcohol testing. 

For additional information the following link is provided:

http://www.fmcsa.dot.gov/rulesregs/fmcsr/fmcsrguide.htm

